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Chapter | LDMStudio Installation

REMARKS: Please close your antivirus programs before the installation, in case of wrong warnings from your

antivirus programs.

1. Contents in the Disc:

— — readme. docx
I LIMStudia i LIMEtudio_setup Microsoft Office. ..
| | Tez E
Ell- readne pdf LIT- ] USE-HID Command Il - SECHID Command
Adobe Acrobat Da. .. == | List. doex List. pdf
Ti8 KB — | Microseft Office. .. idobe Acrobat Do, .,

LDMStudio: Packed Program, please just copy it to your computer. Installation is not needed here;
LDMStudio_setup: Installation Program;
readme.docx: Installation Instruction in 2007 version Words;

readme.pdf: Installation Instruction in .pdf.

2. Software Installation

2.1 Open the folder LDMStudio_setup, double click setup.exe to start the installing
S T —

2.2 Click “Next>" when you get the below interface;

SHDWAY - InstallShield Wizard 3

Welcome to the InstallShield Wizard for
SNDWAY

The InstallS held Wizard will install SHDWAY on your
computer. To continue, click Mext,

N

< Back I Mest > ] [ Cancel
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2.3 Enter the user name and company name, and then click “Next>"

SND¥AY — InstallShield Wizard

Customer Information

Flease enter your information.

Fleaze enter your name and the name of the compar far which pou wark.

User Mame:

Company Mame:

= |

< Back " Mext » ] [ Cancel

2.4 Click “Complete”, the program will choose a default path for the installation; we choose “Custom” and

click “Next>" for example.

SHDYAY — InstallShield ¥Wizard

Setup Type
Select the setup type toingtall.

Fleasze zelect a zetup tupe.

Cﬂ:lete

All program features will be installed. [Fequires the most disk space. ]

) Custom

Select which pragram features you want installed. Becommended for
advanced users.

¢ Back " M et » l[ Cancel
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2.5 Click Browse to revise the installing path, and then click “Nest>".

SND¥AY — InstallShield ¥Wizard

Choose Destination Location

Select folder where zetup will inztall files.
Setup will install SHDMWAY in the following folder.

Toinstall ta this folder, click Mest. To install to a different folder, click Browse and select
anather folder.

Deztination Falder \

C:\Pragram Files\SNDMWAYAS NDWAT

< Back " M et » l[ Cancel ]

2.6 Click “Next>" to continue.

SND¥AY — InstallShield ¥Wizard

Select Features

Select the features zetup will install

Select the features you want to install, and deselect the features you do not want to install,

D ezcription

DefaultFeature

13.08 MB of zpace required an the C drive
37190.94 ME of space available on the C drive

[ < Back " M et » l[ Cancel
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2.7 Click “Install” to start the installation.

SND¥AY — InstallShield ¥Wizard

Ready to Install the Program

The wizard is ready to begin installation.

Click Install to begin the installation.

If wous want ta review or change any of vaur installation settingz, click Back. Click Cancel to exit
the wizard.

~N

[ < Back " [rztall l [ Caticel

2.8 Click “Finish”. The Installation is completed.

SND¥AY — InstallShield ¥Wizard

Install5 hield Wizard Complete

The InzstallShield Wizard has successfully ingtalled SHDWAY.
Click. Finigh bo exit the wizard.

N

< Back Cancel
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3. Program Uninstallation

3.1 Installation and Uninstallation is the same file. Open folder LDMStudio_setup, double click setup.exe to

start uninstalling.

1 Getup. exe |
¢ fetup Lanncher
ENDWAY

3.2 Select “Remove” and then click “Next>".

SNDYAY — InstallShield Waizard

Welcome

Modify, repair, or remove the program.

“Welzome o the SHDWAY Setup kaintenance program. This program lets pou modify the
current installation. Click one of the options below.

) Modify
Select new program features to add or select currently installed features to
TEMOYVE.
i) Repair
ﬁ ram features installed by the previous setup.
%) Remaove

@ Femove all installed features.

Mext > l [ Cancel

3.3 Click “Y” when you get the below interface.

SHD¥AY — InstallShield Wizard

Welcome ‘
Modify, repair, or remove the program.

Welcome to the SHDWAY Setup Maintenance program. This program lets you modify the
current installation. Click one of the options below.

() Modify
I

GNDWAY — InstallShield Wizard

Do wou want to completelsy Wgmowe the selected application and all of its features

[ Bow [ ®Fm |

(%) Remave

@ Remowe all ingtalled features.

Mext = ] [ Cancel
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3.4 Click “Finish” to end the uninstalling.

SHDYAY — ImstallShaeld Wazard

Uninstall Complete

Inztall5hield YWizard has finizhed uninstalling SHOWAY.

< Back Cancel
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Chapter Il Program Instruction

1. Connect the meter with PC.

1.1 Double click the icon LDMStudio to run the program

1.2 Interface of the Program

Fecho  |MODE [umiT [oisT1 oistz [oista [RESULT
I - r~ -
¥ Read ¢y Export Hecoldsl = Print
@ Cleall XT] Export to Excell ? Ahoull
Disconmected |

1.3 Connect the meter and PC with USD connector.
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1.4 “Connected OK” will be shown at the left bottom of the interface when the connection is successful. The

buttons in the interface can be operated.

Connected QK

2. Opertation
2.1 Obtain the measuring data.

Click “Read” once, laser release, click “Read” again to get the result.

[ sio | Head|

2.2 Clear up the measuring data.
Click “Clear” to clear up the data on the screen.

@ Clear

2.3 Obtain the measuring record.

Click “Export Records” to deliver the measuring records to the program.

% Export Records

RecHo |MEIDE IMIT DIST1 DIsT2 DIST3 RESULT
1 Diztance m 0.000 m 0.000 m 0.000 m 0999 m
B 2 Distance m 0.000 m 0.000 m 0.000 m 0841 m
B 3 Distance m 0.000 rm 0.000 0.000 2005 m
B 4 Brea | 2671 m 2638 m 0.000 ¥.180 m2
B A Yolume m 2E6Em 2E35m 2704 m 19.442 m3
E B Puthagaorean 1 akb m 551 °C 2B36m 1.508 m 2162 m

2.4 Click “Export to Excel”, revise the file name and path in the popup and then click “save” to upload the
measuring records to PC in .xlsx file.

b 4 -, Export to Excel

2.5 Print the records.
2.5.1  Press “Print” after uploading.

=, Print
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2.5.2  Click “OK” to preview.

Output Options | E

Selected Printer
NWZHOL LA R AN erox WorkCentre 3210 PCL B

Feport Destination

i Printer _— DK ------------
f» Preview Cancel
I~ File | |
Formst: | Sﬂtup
Cptions

Copies [

T =

2.5.3 Preview Interface

Eeport Preview

File FPage Zoom

(= S 5T Page |1 of 1 | & S = B Zoom ([ % B

Measurement record report

RecNo MODE  UNIT DIST1 DIST2 DIST3  RESULT

1 Distance m 0.000m 0.000 m 0.000 m 0999 m

2 Distance m 0000 m 0.000m 0.000m 0s41m

3 Distance m 0000 m 0.000m 0.000m 2.005m

4 Area m 2E71m 2E88m 0.000m T80 m2
] Wolume m 2EBBEm 2895 m 2704m 19.442 m3
B Pythagorean 1 agh m 551 °C 2636 m 1.508 m 2162m

2.5.4 Click “Print”.

E Eeport Preview

File Fage Zoom

= f:;ﬁ‘ Page |1 of 1| %, S,

h]




s SNOWAY

Laser Distance Meter Software Instruction - 0107 10/ 10

2.5.5 Click “OK” for printing.

Output Options El

Selected Printer
MFIHOLE AN AN erox WorkCentre 3210 PCL 6

Print Fange
= Al

7 Selection Cancel
" Paages
| Setup

Options
Copies [ Collate

1 [ Duplex




